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subpart A to the Administrator semi-
annually for each six-month period. All 
semiannual reports shall be post-
marked by the 30th day following the 
end of each six-month period. 

(k) The owner or operator of an af-
fected facility may submit electronic 
quarterly reports for SO2 and/or NOX 
and/or opacity and/or Hg in lieu of sub-
mitting the written reports required 
under paragraphs (b), (g), and (i) of this 
section. The format of each quarterly 
electronic report shall be coordinated 
with the permitting authority. The 
electronic report(s) shall be submitted 
no later than 30 days after the end of 
the calendar quarter and shall be ac-
companied by a certification statement 
from the owner or operator, indicating 
whether compliance with the applica-
ble emission standards and minimum 
data requirements of this subpart was 
achieved during the reporting period. 
Before submitting reports in the elec-
tronic format, the owner or operator 
shall coordinate with the permitting 
authority to obtain their agreement to 
submit reports in this alternative for-
mat. 

§ 60.52Da Recordkeeping require-
ments. 

The owner or operator of an affected 
facility subject to the emissions limi-
tations in § 60.45Da shall provide notifi-
cations in accordance with § 60.7(a) and 
shall maintain records of all informa-
tion needed to demonstrate compliance 
including performance tests, moni-
toring data, fuel analyses, and calcula-
tions, consistent with the requirements 
of § 60.7(f). 

Subpart Db—Standards of Per-
formance for Industrial-Com-
mercial-Institutional Steam 
Generating Units 

SOURCE: 72 FR 32742, June 13, 2007, unless 
otherwise noted. 

§ 60.40b Applicability and delegation 
of authority. 

(a) The affected facility to which this 
subpart applies is each steam gener-
ating unit that commences construc-
tion, modification, or reconstruction 
after June 19, 1984, and that has a heat 
input capacity from fuels combusted in 

the steam generating unit of greater 
than 29 megawatts (MW) (100 million 
British thermal units per hour 
(MMBtu/hr)). 

(b) Any affected facility meeting the 
applicability requirements under para-
graph (a) of this section and com-
mencing construction, modification, or 
reconstruction after June 19, 1984, but 
on or before June 19, 1986, is subject to 
the following standards: 

(1) Coal-fired affected facilities hav-
ing a heat input capacity between 29 
and 73 MW (100 and 250 MMBtu/hr), in-
clusive, are subject to the particulate 
matter (PM) and nitrogen oxides (NOX) 
standards under this subpart. 

(2) Coal-fired affected facilities hav-
ing a heat input capacity greater than 
73 MW (250 MMBtu/hr) and meeting the 
applicability requirements under sub-
part D (Standards of performance for 
fossil-fuel-fired steam generators; 
§ 60.40) are subject to the PM and NOX 
standards under this subpart and to the 
sulfur dioxide (SO2) standards under 
subpart D (§ 60.43). 

(3) Oil-fired affected facilities having 
a heat input capacity between 29 and 73 
MW (100 and 250 MMBtu/hr), inclusive, 
are subject to the NOX standards under 
this subpart. 

(4) Oil-fired affected facilities having 
a heat input capacity greater than 73 
MW (250 MMBtu/hr) and meeting the 
applicability requirements under sub-
part D (Standards of performance for 
fossil-fuel-fired steam generators; 
§ 60.40) are also subject to the NOX 
standards under this subpart and the 
PM and SO2 standards under subpart D 
(§ 60.42 and § 60.43). 

(c) Affected facilities that also meet 
the applicability requirements under 
subpart J (Standards of performance 
for petroleum refineries; § 60.104) are 
subject to the PM and NOX standards 
under this subpart and the SO2 stand-
ards under subpart J (§ 60.104). 

(d) Affected facilities that also meet 
the applicability requirements under 
subpart E (Standards of performance 
for incinerators; § 60.50) are subject to 
the NOX and PM standards under this 
subpart. 

(e) Steam generating units meeting 
the applicability requirements under 
subpart Da (Standards of performance 
for electric utility steam generating 
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